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Small strain consolidation theories treat soil properties as being constant and uniform 10 
in the course of consolidation, which is not true in the case of electro-osmosis-induced 11 
consolidation practices.  Electro-osmotic consolidation leads to large strain, which physically 12 
and electro-chemically affects to a non-negligible extent the nonlinear changes of the soil 13 
properties.  For the nonlinear changes, iterative computations provide a mathematical 14 
approximation of the soil consolidation when the time steps and spatial geometry are 15 
intensively meshed.  In this context, this paper presents a finite-difference model, EC1, for 16 
one-dimensional electro-osmotic consolidation, and this model is developed based on a fixed 17 
Eulerian co-ordinate system and uses a piecewise linear approximation.  The model is able to 18 
account for the large-strain-induced nonlinear changes of the physical and electro-chemical 19 
properties in a compressible mass subjected to electro-osmotic consolidation and to predict 20 
the consolidation characteristics of the compressible mass.  EC1 is verified against exact 21 
analytical solutions and test results obtained from an experimental program. Example 22 
problems are illustrated with respect to the numerical solutions of large-strain electro-osmotic 23 
consolidation.   24 
Key words: electro-osmosis, consolidation, large strain, non-linear, electrical potential, 25 
pore pressure 26 
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1. INTRODUCTION 27 
Electro-osmosis is a process enabling the flow of pore fluid in a soil mass in the direction 28 
toward a negative electrode (cathode) in response to a voltage gradient (electrical field or 29 
potential difference) of direct current that is applied between the cathode and a positive 30 
electrode (anode).  The cathode and anode are installed in pairs in the soil mass, between 31 
which electrical current is transmitted primarily by the movement of ions through the pore 32 
fluid.  The capacity of electro-osmosis is employed in many geotechnical and 33 
geoenvironmental practices, such as soil remediation, site reclamation and ground 34 
dewatering, where clays or other very low permeability materials are intensively deposited 35 
and the uses of conventional soil treatment technology are less efficient.  Though the liquid 36 
and solid phases are taken to be incompressible, the consolidation induced by electro-osmosis 37 
may subject the soil skeleton to significant compression for high moisture content fine-38 
grained soils, e.g., newly reclaimed or dredged coastal sediments, municipal sludge and 39 
industry solid-liquid mixed disposals.  That is, the soil properties undergo changes under 40 
electro-osmotic consolidation, which has been noted in many previous experiments
[1-4]
.  The 41 
changes may be significant and non-negligible, so small strain electro-osmotic consolidation 42 
theories
[5-7]
, which usually assume that the soil’s physical and electro-chemical properties are 43 
uniform throughout the soil matrix and constant over time, are not as applicable.  The 44 
changes in the soil properties are predictable within engineering accuracy once the factors 45 
that cause the changes are understood.  The changes can be integrated into a computational 46 
program to refine the approximation of consolidation.  In contrast to small strain electro-47 
osmotic consolidation theories where soil properties are assumed unchanged, large strain is 48 




For the approximation of large strain consolidation, a suitable point of departure 51 
involves a piecewise-linear approximation that is based on Eulerian co-ordinates.  Compared 52 
with theories
[8-10]
 based on Lagrangian co-ordinates developed to approximate large strain 53 
consolidation, the advantages of developing Eulerian co-ordinate-based models include 54 
greater versatility regarding initial conditions, boundary conditions and soil heterogeneity
[11]
.  55 
In the piecewise-linear approach, finite elements are integrated over the material’s co-56 
ordinate space, whereas in finite differencing, the elements are integrated over time.  After 57 
each time step, all variables pertaining to the problem geometry, material properties, fluid 58 
flow and effective stress are updated with respect to a fixed Eulerian co-ordinate system
[12, 13]
.  59 
The time increment of each step must be sufficiently small so that all variables can be 60 
approximated as constants for each iteration.  This constraint is a limitation of the piecewise-61 
linear method.  However, past studies
[11, 14-16]
 have shown that the piecewise-linear method 62 
compares favorably to other large strain formulations and is able to yield validated results 63 
with a numerical simulation. 64 
This paper presents a piecewise linear numerical model, called Electro-osmotic 65 
Consolidation 1 (EC1), to describe one-dimensional electro-osmotic consolidation. This 66 
model is developed with the aid of model CS2
[15]
.  CS2 is a model to approximate vertical 67 
consolidation settlement of compressible soil layer.  Similar to CS2, EC1 is able to account 68 
for a large strain, the soil self-weight, the relative velocity of the fluid and solid phases, and 69 
the nonlinear variation of the soil properties (compressibility, hydraulic and electrical 70 
conductivity) associated with electro-osmotic consolidation.  The constitutive relationships 71 
for the soil properties are specified using discrete data points extracted from mathematical 72 
approximations or derivative functions of soil properties.  The performance of EC1 is verified 73 
by comparing its numerical solutions to exact analytical solutions and experimental test 74 
results.  Example problems involving large-strain settlement and the non-linear constitutive 75 
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relationships are illustrated to show the progress of electro-osmotic consolidation.  The study 76 
presented in this paper continues and complements the content published in one of the 77 
authors’ recent papers[17], particularly with respect to the experimental setups, the validation 78 
of the model and the numerical output results for the example problems.  79 
 80 
2. MODEL DESCRIPTION 81 
2.1 Geometry 82 
The initial geometry of a compressible mass prior to the application of a voltage gradient 83 
(time t<0) is shown in Figure 1(a).  A saturated homogeneous soil mass of initial height H0, 84 
fixed length L and unit width is treated as an idealized two-phase material in which the solid 85 
particles and the pore fluid are incompressible.  Only vertical compression takes place.  Mass 86 
continuity is assumed throughout the consolidation process.  Electrodes are placed vertically 87 
in rows at the two ends, the cathode () or the anode (+), of the soil mass.  A voltage gradient 88 
is generated by applying a voltage across the cathode and anode rows.  The length and 89 
spacing of the electrodes are configured appropriately so that the electrical field can be 90 
approximated as one-dimensional, i.e., along the horizontal dimension across the electrode 91 
rows and inducing pore fluid flow in the horizontal direction
[18]
.  Following past 92 
investigations
[1, 5, 18, 35]
, the geometry involving horizontal flow is chosen such that fluid 93 
moving horizontally is taken to be the usual and efficient consolidation method in practice
[19]
, 94 
although electro-osmosis induced vertical flows can be used by using oedometer or triaxial 95 
cell-based setups
[2, 6, 10, 20, 21]
.  96 
A vertical Eulerian co-ordinate, z, is defined as positive upward (against gravity) from 97 
a fixed datum plane coincident with the bottom of the soil mass.  The element co-ordinate j is 98 
directed from its origin at the cathode toward its destination at the anode.  The soil mass is 99 
laterally sliced into Rj elements, each having constant thickness l0=L/Rj, a central node 100 
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located at initial elevation 0jz  and two upper corners located at initial elevations
0
c , j




.  101 
The distribution of the initial void ratio, e0,j, within the element j is assumed to be in 102 
equilibrium with the effective overburden stress and the self-weight of the soil.  The 103 
boundaries of the mass can be specified as drained or impermeable.  The drainage boundaries 104 
are hydraulically accessible to a groundwater table.  At t=0, an electrical potential difference, 105 
m
V , is applied through the mass.  At some later time t (Figure 1(b)), the upper corner heights 106 










.  The nodes settle down and remain at the center of their 107 
respective elements throughout the consolidation process, and they are updated at each time 108 
step. 109 
 110 
2.2 Constitutive relationships 111 
The constitutive relationships for the compressible soil mass are shown in Figure 2, which is 112 
adapted from the study CS2
[15]
.  The compressibility curve (Figure 2(a)) is defined by Rm (≥2) 113 
pairs of the corresponding void ratio, eˆ , and the vertical effective stress, 'ˆ .  The constitutive 114 
relationship of the permeability coefficients (Figure 2(b)) is defined by Rn (≥2) pairs of the 115 
corresponding void ratio, e , and the coefficient of hydraulic permeability, hk , or the electro-116 
osmotic permeability, ek .  The electro-osmotic permeability, ek , is defined in a way similar 117 
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(a)       (b) 
Figure 1:  Geometry for EC1: (a) initial configuration (t<0) and (b) configuration after the 
application of the voltage gradient (t≥0)[17].  
 6 
 
to that of the hydraulic permeability to quantify the flow rate in response to the voltage 118 
gradient, this definition is subsequently elaborated.  It is assumed that both permeability 119 
coefficients increase monotonically, though in different mathematical forms, as a result of the 120 
increase in the void ratio.  The trends of the constitutive relationships of the compressibility 121 
and permeability are consistent with mathematical forms found in the literature
[9, 10, 22-24]
 and 122 
are subsequently discussed and adapted in the computation program to give numerical results.  123 
In Figure 2, the superscripts ^ and ¯ are used to distinguish the input values of the void ratio, 124 
vertical effectiveness and permeability coefficients that define these curves.   125 
There is proportionality between the voltage gradient induced velocity of the fluid 126 
flow and the voltage gradient
[1, 5]
.  The proportionality factor is defined as the coefficient of 127 
electro-osmotic permeability, ek .  Although the definition of ek  is very similar to that of the 128 
coefficient of hydraulic permeability, hk , which is the proportionality between the hydraulic 129 
gradient induced velocity of the flow and the hydraulic gradient, there is a fundamental 130 
difference in the two permeability coefficients in that ek  depends mainly on the pore area of 131 
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influenced by the actual pore size
[1]
.  As a result, there is difference in the mathematical 133 
forms for the individual constitutive relationships of the two coefficients.  134 
In terms of Figure 2(b), the coefficient of hydraulic or electro-osmotic permeability 135 




















kk ,  j=1, 2, …, Rj (1) 
Because the permeability of two contiguous elements will generally not be equal, an 137 
equivalent series coefficient of permeability is defined to calculate the inter-element fluid 138 




k , between element j and the 139 















,  j=2,3, …, Rj (2) 
Regarding Figure 2(b), the relation between the void ratio and the logarithm of the 141 
coefficient of the hydraulic permeability of clays, hk , is also represented in a linear form, as 142 
shown in Eq. (3).  The linear relation was suggested by Taylor
[22]
 as an empirical form 143 
applicable for clays, and it was validated experimentally by Mesri and Olson
[3]
 for the range 144 
of void ratio changes encountered in engineering. It has become the most common form of 145 
representing the variation of the hydraulic permeability with the void ratio of clays.  The 146 
experimentally derived constant Ck is the hydraulic permeability index of soil mass. 147 
khlog/ Cke   (3) 
Regarding the constitutive relationship for the electro-osmotic permeability in 148 
Figure 2(b), two different mathematical forms were examined for their ability to represent 149 
electrical potential driven fluid flow as a function of the void ratio.  The first form (Eq. (4)) is 150 





.  The equation relates the coefficient of electro-osmotic permeability, ke, 152 
to the soil zeta potential,  ; the dielectric constant of the pore fluid, D; the viscosity of the 153 
fluid,  ; and the soil porosity, n.  Of these values, the porosity is intensively associated with 154 
the progress of electro-osmotic consolidation.  The second form (Eq. (5)) introduces a 155 
threshold coefficient of permeability, k*, in response to a threshold void ratio, e*
[10, 26]
.  The 156 
threshold values are used to address the effect of the inter-particle interactions on flows, 157 
which arises from the thickness variation of electric double layers (i.e., the ionic composition 158 
and concentration of the pore fluid).  The exponent c in the form offers a second parameter 159 
used to correlate ke with e.  Both forms show an approximately linear relationship between ke 160 
and the void ratio e, which was validated in experiments
[9, 26]























To offer a general form of the coefficient of electro-osmotic permeability, Eq. (4) is 162 
arranged into Eq. (6), which assumes that the term in the middle of the equation is a constant 163 
for a soil in which the ionic composition and concentration of the pore fluid do not change 164 
throughout the consolidation of the soil mass.  Appling the constant to the initial condition of 165 
the soil leads to the term on the right side of Eq. (6).  Equation (6) is rearranged into Eq. (7), 166 
which means that ke is predictable given the initial void ratio, e0, and the initial coefficient of 167 
electro-osmotic permeability, k0.  Taking into account the variation of the ionic composition 168 
and the concentration of the pore fluid, an experimentally derived exponent, a, is introduced 169 
in Eq. (8). This exponent is based on the definition of the exponent c in Eq. (5) and satisfies 170 














































2.3 Total stress, effective stress, and pore pressure 173 
The vertical total stress at each node in Figure 1 is computed from the applied overburden 174 
stress and the self-weight of the compressible mass.  In this study, no overburden is applied to 175 






j z   , j=1, 2, …, Rj (9) 














 , j=1, 2, …, Rj (10) 
and tje  is the corresponding void ratio of element j. sG  is the specific gravity of the soil 178 
solids, and w  is the unit weight of water.  In EC1, sG  and w  are constant for the 179 
compressible mass over the consolidation process, and tje  is constant within each element 180 
over any given time increment. 181 
The vertical effective stress at node j can be computed from tje  and the 182 



















 , j=1, 2, …, Rj (11) 
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where the coefficient of compressibility, t ja ,v , is the slope (absolute value) of the linear 184 

















, j=1, 2, …, Rj (12) 
The form chosen for the compressibility constitutive relationship in Figure 2(a) is 186 
commonly represented by a linear relationship, as shown in Eq. (13), between the void ratio, 187 
e, and the logarithm of the vertical effective stress, ' .  In contrast with the ordinary power 188 
law expressions suggested by Feldkamp
[9, 10]
, Eq. (13) offers an explicit relation between e 189 
and '  and reduces the number of experimental constants to one.  The linear relationship is 190 
applicable to normally consolidated soils for all cases and to overconsolidated soils as a first 191 
approximation of the compressibility relationship over the appropriate effective stress range 192 
for a given problem
[24]
.  Therefore, the compression index, Cc, is assumed to be constant 193 
throughout the consolidation process in this study. 194 
clog/ Ce    (13) 
The pore pressure for node j, tju , is the difference between the total and effective 195 






j 'u   , j=1, 2, …, Rj (14) 
The pore pressure is used to determine the local degree of consolidation in terms of the per 197 
cent pore pressure dissipation.   198 
 199 
2.4 Electrical resistance and potential 200 
The electrical resistance’s dependence on the void ratio is not very clear.  Nevertheless, some 201 
guidelines are available from the literature to select a reasonable electrical resistivity.  Based 202 
on the experimental results of Turner
[27]
 and the theoretical work of Fricke
[28, 29]
 on the 203 
 11 
 
suspension of spherically shaped particles, Feldmark
[10]
 suggested a void ratio based 204 
formulation to determine the electrical conductivity (the inverse of the electrical resistivity) 205 
of soil mass, which assumes that the soil’s solid phase has infinite conductance.  Based on 206 
compressible granular soil, Komine
[30]
 presented, with experimental examination, a parallel 207 
model to determine the electrical resistivity of the soil mass, and this model is adapted in this 208 

















,  j=1, 2, …, Rj (15) 
where 
s
  and w  represent, respectively, the electrical resistivity of the solid particle and the 210 
pore water.  In terms of EC1’s geometry (Figure 1), the electrical resistance of element j can 211 














,  j=1, 2, …, Rj (16) 
An electrical voltage of 
m
V  is applied between the cathode and anode in EC1.  If the 213 
electrical potential at the cathode is defined as being equal to zero, the electrical potential at 214 
the anode is 
m
V .  EC1 doesn’t account for, if there are, chemical reactions (such as 215 
electrolysis) or physical separations at soil-electrode interfaces or the possible drop of the 216 
electrical potential at the interface.  Hence, the voltage input value for EC1 is Vm, less the 217 
potential drop at the electrodes, which is accommodated in subsequent study of model 218 
validation.  For the numerical output of this study, it is assumed that there is no drop at the 219 
interface and the voltage input value is 
m
V .  At time t, the electrical potential at node j, t
j





























 ,  j=1, 2, …, Rj 
(17) 
 221 
2.5 Fluid flow and settlement 222 
There are two opposite fluid flows superimposed in the compressible mass for one-223 
dimensional electro-osmotic consolidation
[5, 31]
, i.e., the flow as a result of the hydraulic 224 
gradient and the one in response to the voltage gradient of the unit strength.  The hydraulic 225 
gradient is generated in response to the differential negative pore pressure, increasing from 226 
the cathode toward the anode, thus the differential consolidation along the flow path
[5]
.  The 227 
rate of flow is quantified by introducing the coefficient of hydraulic permeability, hk , and the 228 
coefficient of electro-osmotic permeability, ek .  For EC1, the flows are illustrated in Figure 3.  229 
At time t, the volume of the fluid flow between two contiguous elements, j and (j1), 230 
includes two components, i.e., the flow volume induced by the hydraulic gradient, jqh,  (Eq. 231 
(18)), and the flow volume by the voltage gradient, e , jq  (Eq. (19)).  The total volume of the 232 
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t t t
j j j j
q k i A ,  j=1, 2, …, Rj (18) 
e, es , e,
t t t
j j j j




k  and es ,
t
j
k  define the equivalent series coefficients of the hydraulic permeability and 234 
the electro-osmotic permeability between contiguous elements, j and (j1), respectively, and 235 
are determined in terms of Eq. (2).  t
j
A  defines the average area of the cross section between 236 








i  define the voltage gradient and the hydraulic gradient between two 237 





























,  j=1, 2, …, Rj (21) 
where t
j








  ,  j=1, 2, …, Rj (22) 
Following the fluid flow, at time (t+ t ), the cross-section area of the element j, t t
j
A  , 240 
relative to its area at time t, t
j
A , is  241 
e, e, 1 h, h, 1
( )t t t t t t t
j j j j j j
A A q q q q t
 
      ,  j=1, 2, …, Rj (23) 
and the void ratio, t t
j















  ,  j=1, 2, …, Rj (24) 
Figure 3: Water flow between individual elements. 
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At time (t+ t ), the settlement of element j, t t
j
s  , the average settlement of the soil mass, 
avg
t ts  , 243 
and the average consolidation degree for the soil mass, 
avg
t tU  , are 244 
0 c, c,( 1)
( ) / 2t t t t t t
j j j
s H z z  


























   (27) 
where savg is the average final settlement of the soil mass when one component of the flow 245 
completely offsets the other and there is no more settlement. In EC1, the offset is reached 246 
when the settlement difference of two contiguous time steps is less than a sufficiently small 247 
number. 248 
 249 
2.6 Boundary drainage conditions 250 
The boundary drainage conditions are configured in terms of the choices of the access to 251 
water at the electrodes and the upper/lower boundary surfaces of the geometry (Figure 1).  252 
The boundary is open if the electrode or surface is free to access water.  It is closed if no 253 
water is allowed to flow inward or outward.  In EC1, the flow of fluid is directed in the 254 
horizontal dimension, and no flow occurs across the upper and lower boundaries.  At the 255 
electrodes, the boundaries vary depending on whether free water is maintained outside the 256 
electrodes, which leads to imposing two variables, the total head for the water adjacent to the 257 
cathode, hw1, and that for the water adjacent to the anode, hw2.  The variables are set zero 258 
when the electrodes are closed without free access to water, or a number is entered to reflect 259 
the hydraulic conditions outside the electrodes.  260 
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Table 1 shows the hydraulic and electrical boundary drainage conditions at the 261 
electrodes for EC1.  At the cathode, if the boundary of the soil mass is sealed without access 262 
to water supply, the requirement of zero flux for element 1 must be imposed, leading to 263 
e,1
0ti   and 
h,1
0ti  .  On the other hand, if the boundary at the cathode is perfectly drained, the 264 
voltage gradient and hydraulic gradient for element 1 are 
e,1 1 0
2ti V l  and 
h ,1 w1 1 0
2( )t ti h h l  , 265 
respectively.  Similar boundary drainage conditions are defined for the gradients through 266 
element Rj at the anode.  In practice, the boundary drainage is often defined the same way, 267 
i.e., open cathodes and closed anodes.  Scenarios of such boundary drainage conditions are 268 
supposed to facilitate the draining of fluid out of the soil mass.  In these scenarios, the 269 
boundaries at the cathodes are open to discharge the gathered volume of water through 270 
vertical drains (referred to as sandwicks) by vacuum pumping
[18, 32]
, and the boundaries at the 271 
anodes are closed to block the possible in-flow of water from adjacent soils.   272 
2.7 Time increment 273 
 EC1 adapts the criteria used in CS2
[15]
 to determine the time increment t .  Because 274 
EC1 is developed in a form analogous to CS2, including the definition of the fixed co-275 
ordinate, element slicing, flow mass continuity, constitutive relations and iterative algorithm, 276 
the criteria of the defining time increment in CS2 are inherently valid for EC1.  For simplicity, 277 
the time increment is calculated as the minimum of three criteria: 278 
Table 1: EC1 boundary drainage conditions. 
 Closed Open 
At cathodes 
e,1
0ti   and 
h ,1
0ti   e,1 1 02
ti V l  and 
h ,1 w1 1 0
2( )t ti h h l   
At anodes e, 0
t
Rj
i   and h, 0
t
Rj
i   e, m 02( ) /
t
Rj Rj
i V V l   and h, w2 02( ) /
t t
Rj Rj






v, 0 0, 0, f , 0, 0, f ,
0, 1 0,
0.01 ( ) 0.01 ( )
min , ,
(1 ) (1 )( ) (1 )( )
t
j j j j j n n
j t t t t t t
j j j j j n n b
a l s e e s e e
t
k e e q q e q q


   
   
      
, j=1, 2, …, Rj (28) 
where   is a constant 0.5.  The time increment is most accurate for  0.4. 279 
 280 
3. EC1 COMPUTER PROGRAM 281 
Figure 4 shows a flow chart illustrating the basic algorithm for the program. The input data 282 
are the number of elements (Rj), the applied voltage (Vm), the specific gravity of the solids 283 
(Gs), the initial dimension of the soil mass (H0, L), the data points for the constitutive 284 
relationships, the boundary drainage conditions and the termination criteria for the program.  285 
The number of elements is dependent on the accuracy and computation time.  After EC1 286 
reads the initial input data of element j ( 0l  jz  c, jz 0, je ) and the voltage (Vm), the calculation 287 
loop begins at the time step t .  Following each time step, the pore pressure, effective stress, 288 
void ratio, electrical resistivity, and coefficients of the hydraulic and electro-osmotic 289 
permeability are then calculated for each element based on the specified constitutive 290 
relationships.  The volume of the flow, the new heights of each element, the average 291 
settlement of the soil mass, and the local and average degrees of consolidation are then 292 
calculated.  Program execution terminates when 
ft t  or avgs m  , where ft  and m are, 293 
respectively, the user-specified elapsed time and a sufficient small value of the settlement 294 
difference.  When m is reached, the two opposite flows in response to the hydraulic gradient 295 
and the electro-osmotic gradient are in equilibrium.  The average settlement is then the final 296 
settlement s, and it is used to calculate the average consolidation degree, 
avg





4. MODEL VERIFICATION 299 
The performance of EC1 is verified against the analytical exact solutions given by Esrig
[5]
 300 
with respect to uniform and saturated soil subjected to one-dimensional small-strain electro-301 
osmotic consolidation.  An experimental program is subsequently presented to further 302 
validate the accuracy of the model’s approximation for when large-strain settlement takes 303 
 Input Data 
Rj, Gs, H0, L, Vm, ˆ~ˆ e , ke ~  




jz  c, jz  0, je  j = 1,2.... jR  





z z   j = 1,2.... Rj 
t
















q   j = 1,2.... Rj  
t  




z z e  tjs  avg






tU   j = 1,2.... Rj  
End 
 
Figure 4: Flow chart for EC1. 
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place and the soil’s physical and electro-chemical properties change throughout the electro-304 
osmotic consolidation of the soil. 305 
 306 
4.1 Verification against exact solutions 307 
The geometry of Esrig’s one-dimensional solutions is identical to the one shown in Figure 1, 308 
which involves horizontal flow between the cathode and anode rows.  EC1 is configured to 309 
take into account those exact solutions, which makes it possible to verify EC1 against the 310 
solutions.  The exact solutions assume a small strain and take the physical and electro-311 
chemical properties of the soil mass to be constant.  The input values of the properties are 312 
shown in Table 2.  The coefficient of compressibility, av, is 0.005 kPa
1
 (e.g., for plastic clay 313 
under a common range of pressures), a constant resulting in a straight line of the compression 314 
curve of Figure 2(a) (linear compressibility).  Further input values are 2×10
9
 m/s for the 315 




/sV for the coefficient of electro-316 
osmotic permeability, ke.  Both coefficients are constant over time.  The other input values 317 
are 1 for the void ratio, e0; 1×10
5 
V for the electrical potential difference, Vm, between the 318 
anode and the cathode rows; and 1 for the specific gravity of the solid particle, sG  (no self-319 
weight).  The electrical potential difference is deliberately set at a sufficiently low value to 320 
validate the assumption of small-strain deformation.   321 
Table 2:  Model validation: input data for the soil properties and model geometry. 
Variable Value 





Coefficient of hydraulic permeability, kh (m/s) 2×10
9
 
Coefficient of electro-osmotic permeability (initial),  ke (m
2
/sV) 5×109 
Initial void ratio, e0 1 
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Referring to the geometry in Figure 1, the soil mass is L=1 m long, H0=1 m deep and 322 
1 m wide.  Between the electrodes, the 1 m long soil mass is sliced into jR = 20, 50, 100, and 323 
200 elements to consider the effect of the element slicing number on the computational 324 
accuracy of EC1.  As a result, the thickness of an element ranges from 5 to 50 mm, which is 325 
less likely to invalidate the coefficients of the inter-element flow permeability (Eqs. (1) and 326 
(2)).  It is important to note that the variation of the element thickness does not affect the 327 
compressibility and permeability of each element. 328 
Esrig
[5]
 provided an exact solution to the average consolidation degree, Uavg, under the 329 
drainage boundaries of a sealed anode, an open free draining cathode and hw1= 0 for the total 330 
head of water outside the cathode, which, as previously mentioned, is the most common 331 
drainage boundary in practice.  As a first approximation, the Uavg obtained under such 332 
boundaries was used for the purpose of verification.  In terms of the geometry of Figure 1, the 333 
final settlement, sx, of the soil at any position x (originating from the cathode toward the 334 













where the final pore pressure 
f
( )u x  at position x was derived by Esrig
[5]
 as 336 
Applied voltage, Vm (V) 1×10
5
 
Specific gravity, Gs 1 
Unit weight of water, w (kN/m
3
) 9.8 
Length of soil mass, L (m) 1 
Height of soil mass, H0 (m) 1 
Number of elements for soil mass,
 j






















Averaging sx over the length, L, of the soil mass gives the final average settlement of the soil. 337 











Table 1 shows the output results of avgU  as a function of the time factor, Tv.  The 338 
second column gives the results from exact analytical solutions, and the remaining columns 339 
show the numerical results obtained by running EC1 with 20, 50, 100 and 200 elements.  340 
Using a 2.2 GHz desktop unit, the required computation time for these solutions was 0.5, 1, 341 
10 and 67 s for Rj=20, 50, 100 and 200, respectively.  Each column of the numerical results is 342 
in satisfactory agreement with the analytical results, and the accuracy improves as the number 343 
of elements increase.  When the soil mass is refined into 100 elements (an element is 10 mm 344 
thick) or higher, the numerical results are optimized and are an ideal match with the results of 345 
Esrig’s solutions.  That is, the choice for Rj depends on the desired solution accuracy and the 346 
acceptable computation time.  A value of Rj between 50 and 100 is able to give plausible 347 
results, which coincides with the findings in a previous study
[15]
.  Through the comparison of 348 
results, it is verified that EC1 represents the correct formulation for the approximation of the 349 
one-dimensional electro-osmotic consolidation of small strain.   350 





Rj=20 Rj=50 Rj=100 Rj=200 
0.04 7.999 8.079 8.012 8.002 8.000 
0.08 15.923 16.001 15.936 15.926 15.924 
0.12 23.510 23.583 23.522 23.513 23.511 
0.20 37.039 37.100 37.048 37.041 37.039 
0.25 44.321 44.375 44.328 44.323 44.322 
0.35 56.486 56.529 56.492 56.487 56.486 
0.45 65.999 66.032 66.003 66.001 65.999 
0.6 76.517 76.539 76.521 76.518 76.517 
0.8 85.664 85.677 85.666 85.664 85.664 
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1.2 94.657 94.662 94.658 94.657 94.657 
 352 
Figure 5 shows the distribution of the pore pressure over time when the number of 353 
elements, Rj, is 100.  Based on Esrig’s solutions, the vertical axis takes the normalized 354 
dimensionless distance of x over the length of the soil mass L, while the horizontal axis 355 
represents the pore pressure normalized against the maximum pore pressure.  In the figure, 356 
the continuous lines indicate the analytical results obtained from the exact solutions, and the 357 
discrete squares represent the numerical results of EC1.  The numerical results of the pore 358 
pressure fall on the lines and suggest a close approximation against analytical results.  The 359 
results show that the pore pressure at the cathode is zero throughout consolidation because of 360 
the open boundary of the cathode.  The pore pressure at the anode increases over time 361 
because the drainage boundaries are closed.  As a result, the distribution of the pore pressure 362 
over the soil mass has a triangular shape at infinite time.  363 
 
 
Figure 5: Comparison of the pore pressures over time and distance. 
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4.2 Verification through experimental tests 364 
4.2.1 Materials 365 
The materials used in the experimental tests were fine-grained kaolin, which is a 366 
chemically stable mineral material and widely deployed as a model clayey soil for the 367 
approximation of electrokinetic tests
[33, 34]
.  The physical properties of the kaolin are shown in 368 
Table 3.  The plastic and liquid limits were obtained by using the fall cone method.  The 369 
water content of the kaolin used for electro-osmotic consolidation was 50.7%, which turned 370 
the soil into a liquid.  One of the purposes of setting a high water content for kaolin is to 371 
simulate the water content of soils in the field (e.g. hydrofills).  The other purpose is to allow 372 
sufficient consolidation and thus large strain deformation which is of the aim of this study.  373 
The soil was saturated by vibrating and mixing the soil into a viscous paste before backfilling 374 
the soil into experimental setups.  The initial void ratio was calculated through the known 375 
properties of the specific gravity, water content and saturation degree.  A part of the prepared 376 
kaolin was subjected to an odometer test, which gave a coefficient of compressibility, av, of 377 
3.66104 kPa1, and compression index, Cc, of 0.19.  The value of av was determined as the 378 
gradient of the approximation line for observations between 0 and 800 kPa in the e-p curve of 379 
the soil, which suggests an average value for the coefficient of compressibility.  The 380 
odometer test was conducted using a Rowe-type consolidation cell equipped with 381 
pressure/volume controllers.  The odometer cell was also used to obtain the results for the 382 
initial coefficient of hydraulic permeability, 
h 0
k  equal to 1.08109 m/s, and the hydraulic 383 
permeability index, Ck equal to 0.99.   384 
Table 3: Physical and electrical properties of kaolin. 
Property Value 
Plastic limit, Pw  (%) 22.2 
Liquid limit, Lw  (%) 43.7 
Specific gravity, Gs 2.62 
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A permeameter was developed to measure the coefficient of electro-osmotic 385 
permeability, 
e0
k .  The schematic of the permeameter is shown in Figure 6.  The 386 
permeameter is designed to allow hydraulic and electro-osmotic flows simultaneously or 387 
separately through the soil sample of kaolin.  The hydraulic flow is provided by two 388 
standpipes, a and b, which are connected to the outlet at the top of the permeameter and to the 389 
inlet at the bottom, respectively.  The electro-osmotic flow is driven by the voltage gradient, 390 
ie, between two circular electrode discs that are placed above and below the soil sample.  The 391 
electrode discs are made of a piece of steel mesh sheet for the cathode and a perforated 392 
graphite pad for the anodes.  The soil sample, 4 cm high, is exposed purely to the hydraulic 393 
gradient, hi , if no voltage gradient is applied, which satisfies the falling head method and 394 
provides the measurement of the coefficient of permeability of the soil, kh.  When exposing 395 
the same soil to the voltage gradient, ei , only, the water heads in the standpipes rise to 396 
different levels and reach equilibrium in response to the electro-osmotic flow.  The 397 
equilibrium satisfies Eq. (32)
[5, 25]
, which calculates the coefficient of electro-osmotic 398 
permeability, ke.  In contrast to pure osmotic-flow methods
[1]
, the advantage of using this 399 
method identifies the flow rate relevant to the electro-osmotic flow and then calculates ke 400 
Water content, w (%) 50.7 
Initial void ratio, e0 1.31 





Compression index, Cc 0.19 
Coefficient of hydraulic permeability (initial), 
h 0
k  (m/s) 1.08109 
Hydraulic permeability index, Ck  (Eq. (3)) 0.99 





Electrical resistivity of the pore fluid, w (m) 4.5 
Electrical resistivity of the solid particle of kaolin, 
s





rather than calculating ke in terms of the combination of both the hydraulic and electro-401 
osmotic flows.  402 
eehh ikik   (32) 
Figure 7 shows the results of the electro-osmotic permeability, ke, in response to the 403 
void ratio, e, of the five soil samples that were exposed to a voltage gradient of ie=10 V/m.  404 
The results of ke and e were used to calibrate the exponent a in Eq. (8), which was 3.5 for the 405 
soil of kaolin.  Along with the increase of the void ratio, the electro-osmotic permeability of 406 
the soil increases, which means that the higher the porosity of the soil is, the more the flow 407 
rate is increased by the voltage gradient, given that the other material properties remain 408 
unchanged.  The relation does not show the effect of the pore size on the permeability, which 409 
will be investigated in a future study.  For a void ratio ranging from 0.79 to 2.21, the value of 410 
ke varies from 2.110
9
 to 7.3109 m
2
/sV, which is comparable to the order of magnitude of 411 
the test results for clayey soils reported in previous studies
[1, 2, 20]
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Figure 6: Schematic of the hydraulic and electro-osmotic permeameter. 
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subjected to electro-osmosis tests, the initial coefficient of electro-osmotic permeability, 
e0
k , 413 
was 4.03109 m2/sV (Table 3) when the initial void ratio, e0, of the soil was 1.31.  414 
The last two properties in Table 3 are the electrical resistivity of the pore fluid and the 415 
solid particle of kaolin, which were determined using an M.C. Miller soil box.  The schematic 416 
of the box and its peripheral circuit are shown in Figure 8.  The dimensions of the box are 40 417 
mm (W)  40 mm (D)  100 mm (L).  At the ends of the box, the electrodes of aluminum 418 
pads are installed to apply a voltage gradient through the soil sample of kaolin.  During the 419 
tests, two copper needles were inserted vertically over the center part of the soil, into the soil 420 
at a distance of l=46 mm and to the depth of approximately 20 mm.  In terms of Ohm's Law, 421 
the readings of the voltmeter and current meter were combined to calculate the electrical 422 
resistivity of the kaolin-water mixture sw .  A series of seven kaolin samples were prepared at 423 
different water contents w and void ratios e, which were used to provide the relation between 424 
sw  and w or e (Figure 9).  The relation was then approximated against Eq. (15), which was 425 
implemented by using the Fitting Function Organizer tool in OriginPro 8.0, a data analysis 426 
and graphing software package.  The approximation resulted in the estimates of two dummy 427 
 
 
Figure 7: Relation between the electro-osmotic permeability and the void ratio. 
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variables in Eq. (15), i.e., the electrical resistivities of the pore water, w  = 4.5 m, and the 428 
solid particle, s =608 m.  The error of the approximation was less than 5% when the 429 
approximated results were compared against the test results, which indicates the validity of 430 
the approximation. 431 
 432 
The above approximation reflects the ion concentration of the pore fluid and the 433 
diffusion double layer of the solid particle of the soil.  It is acknowledged that the resistivity 434 









NOT TO SCALE  
Figure 8: Schematic of the Miller soil box and the peripheral circuit. 
 
 
Figure 9: Resistivity of the kaolin-water mixture against the void ratio and water content. 
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For soils, the ion concentration of the pore fluid and the exchangeable ions of the solid 436 
particles are neither accessible to measure nor constant during the electro-osmotic 437 
consolidation process.  Thus, measuring the exact resistivities of the pore fluid or the solid 438 
particle of the soils is not feasible.  The above approximation adapts the resistivity 439 
approximation used by Komine
[30]
 and validates itself to a satisfactory extent.  440 
The results in Figure 9 indicate that the electrical resistivity of the kaolin-water mixture 441 
is associated with the water content (or void ratio) of the mixture.  Overall, the resistivity 442 
decreases along with the increase of the water content, which is due to the low resistivity of 443 
water relative to that of the soil solid particle.  Furthermore, when the water content is less 444 
than the plastic limit of the kaolin (on the left side of the plastic limit), the resistivity 445 
decreases significantly with an increase in the water content.  On the right side of the plastic 446 
limit, however, the resistivity decreases marginally with an increase in the water content.  447 
The majority of the water volume in a soil matrix is in the form of absorbed water affixed by 448 
the bond force onto the surface of solid particles when the water content is less than the 449 
plastic limit of the soil. Otherwise, the volume is in the form of free water.  That is, the 450 
adsorbed water where ions concentrate tends to enhance the transmission of electrical current 451 
more efficiently than free water. 452 
 453 
4.2.2 Experimental setup for electro-osmotic consolidation  454 
Figure 10 shows the schematic of the experimental setup used to conduct one-455 
dimensional electro-osmotic consolidation.  The setup consists of a consolidation box and its 456 
peripheral circuit.  The dimensions of the box are 25 cm (W)  20 cm (D)  36 cm (L).  The 457 
box is divided into two compartments of 33 cm (L1) and 2 cm (L2).  The compartment 33 cm 458 
long is reserved for the backfill of kaolin, while the other is used for water collection or 459 
drainage.  Between the two compartments, a 1 cm thick composite pad is installed as the 460 
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cathode of the apparatus, which sequentially consists of a layer of geofabric (as filter), a piece 461 
of steel mesh sheet (as electrode) and a perforated polycarbonate pad to retain the dimensions 462 
of the kaolin.  The position of the composite pad is flexible to allow for the change of the 463 
length of the soil compartment.  The other end of the soil compartment is used for the 464 
installation of the anode, which is a row of graphite rods.  Graphite rods are relatively inert 465 
and often used as the materials for anodes in order to mitigate oxidation corrosion to the 466 
anodes.   467 
The sample soil of kaolin in Table 3 was placed and tamped in layers into the box.  468 
The final height of the soil was 17 cm.  The electrodes were subjected to a direct current of a 469 
voltage of 45 V during the electro-osmotic consolidation process.  The electrical potential 470 
was measured at separate positions, i.e., 7.5, 14.5, 18.5, 22.5 and 29.5 cm away from the 471 
cathode.  The effective voltage was assessed by eliminating the potential drop at the 472 
electrodes-soil interface.  Specifically, electrical potentials were measured at 5 mm away 473 
from the anode and the cathode to identify the potential drops at the electrodes.  The volume 474 
of discharged fluid was collected at the cathode for up to 72 hours and measured every one 475 
hour for the first day, every two hours for the second day and every four hours for the third 476 





























4.2.3 Electrical potential 478 
Figure 11 shows the observed and computed distributions of the effective electrical 479 
potential at 0, 12, 24, 48 and 72 hours.  The effective voltage is the applied voltage and is less 480 
than the potential loss or drop along the electrodes-soil interface. The main drop of the 481 
potential occurs to the soils in the proximity of the anodes, where electro-chemical corrosion 482 
and physical separation take place and deteriorate the electrical conductivity of the soil mass. 483 
The potential drop was reported in the proximity of the cathode in a recent study[20].  The 484 
difference in the potential drop position may be ascribed to the different direction of the flow 485 
involved in the two studies.  That study involves vertical flow, which was simulated in the 486 
cell of a modified triaxial compression apparatus, and the anode was at the bottom of the 487 
cylindrical sample and the cathode at the top so that the soils remain in contact with the 488 
anode.   489 
The effective voltage decreases nonlinearly over time, diminishing from 40 V at start 490 
to 14 V after 72 hours, which leads to a potential efficiency factor (the ratio between effective 491 
voltage and applied voltage) of 14/40=35%.  The efficiency factor is much less than those 492 
(56.9% to 66.7%) reported by Jeyakanthan et al.[20] and is comparable to the factors (27.5% to 493 
67.6%) by Mohamedelhassan and Shang
[35]
.  Jeyakanthan et al.
[20]
 installed upright samples 494 
and applied electrical field in vertical dimension so as to avoid the electrical potential drops 495 
at anodes, which is one of the major causes that lead to higher efficiency factor.  496 
Mohamedelhassan and Shang
[35]
 used a tube for making soil samples and applied electrical 497 
field in horizontal dimension which was adopted in this study.  Consequently, comparable 498 
values of efficiency factors were obtained.  499 
Figure 10: Schematic of the electro-osmotic consolidation box and the peripheral circuit. 
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The values of the effective voltage are inputted into EC1 to calculate the electrical 500 
potential over time.  The values of the potential are in close agreement for each plot in 501 
Figure 11.  The electrical potential varies nonlinearly over the measurement positions and 502 
throughout the elapsed time.  Starting with a linear distribution (t =0), the distribution of the 503 
potential develops into a series of concave curves corresponding to various elapsed times. 504 
4.2.4 Rate of flow  505 
The flow rate of water was examined to verify the accuracy of EC1 experimentally.  506 
The rate is defined as the volume of water discharge against the elapsed time, and this 507 
definition was also adapted in a previous study[1].  In addition to experimental observations, 508 
Esrig’s exact solution of the rate of flow was also used to verify the accuracy of EC1.  Given 509 
Esrig’s exact solutions to the average consolidation degree, avg
tU , at time t, the volume of 510 
flow, q
t
, at time t is 511 
final avg
t tq q U   (33) 
where finalq  is the final volume of the flow and is 512 
 
 
Figure 11: Validation: the electrical potential vs. the distance to the cathode. 
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final avgq L W s    (34) 
where L and W are, respectively, the length and width of the soil mass, and savg is the final 513 
average settlement of the soil and refers to Eq. (31). 514 
The values of the effective voltage were used to calculate the rate of flow, which is 515 
shown in the upper part of Figure 12.  It is seen that the effective voltage drops over time.  516 
Per measurements (Figure 11), the drop occurred to the soils in the proximity of the anodes.  517 
There are two main reasons related to the potential drop at the anode-soil interface.  The 518 
anodes are places where oxidation reactions occur heavily.  More or less, the materials of the 519 
anodes are corroded and end up with a film of precipitation of metal oxides which pose 520 
higher resistance than the native materials.  As a result, a portion of electrical potential is 521 
consumed at the interface.  The other reason is associated with the physical gaps and cracks 522 
occurred respectively to the anode-soil interface and the soils around the anodes.  The gaps 523 
and cracks are raised due to the escape of water and climb-up of negative pore pressures in 524 
the proximity of the anodes.  Similar to the consequence of the film of oxides, the gaps and 525 
cracks raise the electrical resistivity of soil mass and consume extra electrical potential.   526 
The lower part of Figure 12 shows the observations of the flow rate, its exact 527 
solutions, and the approximation results provided by EC1 when the soil mass was sliced into 528 
50 elements (
iR =50).  The approximation results are in closer agreement with the 529 
observations than the exact solutions, which means EC1 outperforms the exact solutions 530 
when large-strain settlement occurs.  The exact solutions underestimate the flow rate after 8 531 
hours.  The underestimation is associated with the determination of the coefficient of 532 
compressibility, av, which is one of the input data for the exact solutions (Eqs. 29 and 31).  533 
The coefficient av, the gradient of the secant line in a compressibility (e-p) curve, is a variable 534 
and the value of av is dependent on the level of stresses of the secant line.  The higher the 535 
stress, the lower the value of av, and the less compressibility of the soil.  The value of av (in 536 
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Table 3) for Esrig’s solutions was determined as the gradient of the approximation line for 537 
observations between 0 and 800 kPa.  The approximated value was less than the one at low 538 
level stress and greater than the one at high level stress.  As a result, the input of the 539 
approximated value of av progressively underestimated the discharge of fluid.  Further 540 





5. NUMERICAL RESULTS 544 
Example problems are illustrated to analyze the electro-osmotic consolidation of a 545 
compressible soil mass that involves large-strain deformation.  Table 4 gives the input data 546 
for example problems.  The problems involve the geometry of soil of 1 m long, 1 m high and 547 
unit width.  The problems focus on the effect of the voltage gradient on the progress of 548 
electro-osmotic consolidation.  The range of the voltage gradient ie varies from 10 V/m to 50 549 
V/m, which is consistent with the gradient of 30 V/m or so usually used in practice
[38]
.  The 550 
 
 
Figure 12: Validation: the volume of flow vs. the elapsed time. 
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compressibility and hydraulic conductivity constitutive relationships are included to study the 551 
effect of the nonlinear variation of the physical properties on consolidation.  The constitutive 552 
relationships are shown in Eq. (13) for the compressibility and Eq. (3) for the hydraulic 553 
conductivity.  The constants on the right side of both constitutive relationships equal 1 to 554 
allow for the large-strain deformation of compressible clay soils. The constitutive relationship 555 
of the electro-osmotic permeability is also taken into account to analyze the effect of the 556 
permeability’s nonlinear variation on the consolidation.  The constitutive relationship of the 557 
electro-osmotic permeability involves Eq. (8), in which the exponent a is 3.5 based on 558 
previous test results.  The input for the other variables remains unchanged for the example 559 
problems, i.e., element slicing, soil geometry, the electrical resistivities of the pore fluid and 560 
the solid particle of soil and the boundary condition.  561 
Table 4: EC1 example problems. 
Variable Value 
Length of the soil mass, L (m) 1 
Height of the soil mass, H0 (m) 1 
Voltage gradient,  ie  (V/m) 10, 20, 30 and 50 
Compressibility Non-linear Eq. (13) Cc=1.0 
Hydraulic conductivity, kh (m/s) Variable Eq. (3)  Ck=1.0 
Electro-osmotic permeability, ke (m
2
/sV) Variable Eq. (8) 
Element, jR  100 
Initial void ratio, e0 2 
Specific gravity, sG  2.67 
Water content, w 75% 
Resistivity of the solid particle, s  (m) 1,000 
Resistivity of the pore fluid, w  (m) 4 





5.1 Settlement, degree and efficiency of consolidation 562 
Figure 13 shows the average soil settlement vs. time and the average consolidation 563 
degree vs. time curves for the example problems.  Along with the increase in the voltage 564 
gradient, the settlement of the soil mass increases in rate and value.  The soil subjected to a 565 
voltage gradient of 
e
i =50 V/m settles faster than the other three soils.  The majority of the 566 
settlement occurs over the first 40 days or so.  The values of the final settlement increase 567 
nonlinearly in response to the increase in the voltage gradient.  Given the 1 m high soil mass, 568 
the average final settlement is 0.330 m for 
e
i =50 V/m, 0.278 m for 
e
i =30 V/m, 0.227 m for 569 
e
i =20 V/m and 0.150 m for 
e
i =10 V/m.  According to the trends in Figure 13(a), the rate and 570 
the final value of the settlement for 
e





Three criteria are often combined to assess the efficiency of electro-osmotic 572 
consolidation, i.e., the settlement achieved (equal to the volume of water discharge), the time 573 
elapsed and the energy consumed to accomplish the settlement.  The aim of practical 574 
applications is to consolidate the soil to a sufficiently high extent of settlement given a 575 
relatively small elapsed time and energy consumption.  The first criterion (water discharge) 576 
and third criterion (energy consumption) are combined into an energy consumption index, E, 577 
which is the energy consumption (kWh) per unit volume of soil mass (m3) and per unit 578 











   (35) 
where I
t
 is the variable of the electrical current against time t, Vv is the volume of the soil 580 
mass, t1 and t2 are, respectively, the start and end time (h) of interest, and 2 1
( )t tq   is the volume 581 
of discharge between t1 and t2.  The unit of the index E is kW h/Lm
3
.  The second criterion 582 
of the elapsed time is not included because the elapsed time is dependent on the volume of 583 
discharge. 584 
 
Figure 13: Example problem: (a) average final settlement vs. time and (b) average 
consolidation degree vs. time. 
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The curves of the energy consumption index vs. the elapsed time and the 585 
consolidation degree vs. the elapsed time are shown in Figure 13(b).  The lower the voltage 586 
gradient is, the lower the energy consumption index, which means that the application of a 587 
relatively low voltage between electrodes helps reduce energy consumption when the same 588 
amount of water discharge is demanded.  Specifically, for the first 10 days, the values of E 589 
are 0.09 kWh/Lm3 for Vm = 10 V and 0.463 kWh/Lm
3
 for Vm= 50 V.  The choice of Vm= 590 
50 V, however, expedites the discharge of water (soil settlement) in contrast to the choice of 591 
Vm = 10 V, which increases the amount of elapsed time.  From Figure 13(a), for instance, 592 
given the same amount of settlement of 28.4 mm, the elapsed time is 6.83 days for the case of 593 
Vm = 10 V and 1.37 days for Vm = 50 V.  That is, an electro-osmotic consolidation scenario of 594 
applying a relatively higher Vm saves the consolidation time, although the scenario involves a 595 
less energy-efficiency index (for the unit discharge of water) and a higher consumption of the 596 
total electrical energy (for the full discharge of water).  In this circumstance, a compromise 597 
between the two factors is needed.  As previously mentioned, an electrical gradient of ie = 30 598 
V/m is a regular choice in practice, which is in agreement with EC1’s numerical results. 599 
The energy consumption index, E, basically stays constant and is relatively low at early 600 
stage of consolidation (say before the consolidation degree approaches 60% or so), after 601 
which the index increases for all choices of a different applied voltage.  Taking Vm=30 V for 602 
instance, the value of E ranges from 0.27 (t = 0) to 0.30 (t = 17 d) when the consolidation 603 
degree Uavg increases to 60%.  The value of E increases to 0.37 when Uavg is 80% at t = 30 d.  604 
From elapsed time of 30 d onwards, the value of E climbs up clearly.  As an index defined to 605 
assess the use of electricity against water discharge volume, E of relatively low value at early 606 
stage of consolidation means a favorable use of the electricity, and vice versa.  Meanwhile, in 607 
the same diagram of Figure 13(b), it is shown that the consolidation degree is largely 608 
approaching 90% when the values of E start to increase at a higher gradient.  That is, keeping 609 
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charging the soil leads to limited consolidation (say less than 10%) while consuming 610 
relatively higher electricity.  Hence, it is suggested to terminate the electricity when the 611 
consolidation completes 90% or around.    612 
The consolidation of the soil is expedited in response to the increase in the voltage 613 
gradient.  The elapsed times to reach a consolidation degree of 90% are 70 days for a voltage 614 
gradient of 
e
i =10 V/m, 51 days for 
e
i =20 V/m, 42 days for 
e
i =30 V/m and 31 days for 
e
i =50 615 
V/m.  That is, the higher the voltage gradient is, the earlier the major settlement is 616 
accomplished.   Based on the preceding discussion of the energy consumption and elapsed 617 
time, the choice of 
e
i =30 V/m outperforms the other choices for the soil geometry involved 618 
in the example problems and is regarded as a cost-effective voltage gradient that offers a 619 
satisfactory value of settlement and favorable energy saving. 620 
Figure 14 shows the curves of the average consolidation degree vs. time at three 621 
particular positions, i.e., the anode, the center and the cathode for Vm=30 V.  Over the first 3 622 
days, a consolidation degree of 35% is reached for the soils adjacent to the anode, whereas no 623 
clear consolidation occurs for the soils in the center and adjacent to the cathode.  After 3 days, 624 
the soils close to the anode continue consolidating substantially, and the soils in the center 625 
and around the cathode start to consolidate.  Along with the movement of water from the 626 
anode toward the cathode, the escape of water from the soils close to the anode results in 627 
immediate consolidation as the boundary at the anode is set closed.  The escaped water 628 
volume flows through the centre and toward the cathode, and tends to replace the portion of 629 
water escaped from the soils at the centre and cathode.  As a result, the consolidation of soils 630 
at the centre and cathode does not immediately occur but lags.  From Figure 14, the lag of 631 




As consolidation is position dependent, it is of interest to suggest an average cut-off 633 
time to account for the accomplishment of major consolidation of the entire soil mass.  Based 634 
on the time range of the curves in Figure 14, the closer the soils are to the anode, the wider 635 
the time range is, and vice versa.  That is, the soils around the anode start to consolidate early 636 
and progressively increase at relatively low gradient, whereas the consolidation for the soils 637 
close to the cathode lags for 3 days and then commences and proceeds drastically at a 638 
relatively high gradient.  At the end, the curves converge at some time of 100 days, which 639 
means soils of different positions cease settling simultaneously.  An elapsed time of 60 days 640 
is selected as a cut-off point suitable for the entire soil mass, where 95% to 97% 641 
consolidation has been accomplished. 642 
5.2 Pore pressure and electrical potential 643 
Figure 15 shows the pore pressure vs. time computed at the center and at the anode of 644 
the electro-osmotic geometry as the voltage gradient varies.  For the soils of the same 645 
position, the higher the voltage gradient ie is, the higher the peak values are of the pore 646 
pressure.  At the anode, for instance, the pore pressure reaches up to 315 kPa for ie=50 V/m 647 
 




and 50 kPa for ie=10 V/m.  Regarding soils of different positions, the pore pressure is much 648 
higher at the anode than at the center.  When subjected to an electrical gradient of 50 V/m, for 649 
instance, the soils have pore pressure of 315 kPa at the anode and 90 kPa in the center.  650 
The pore pressure is likely to dissipate significantly and might not climb up to values of 651 
hundreds of kilopascals in practice because soils are rarely exposed to the ideal conditions 652 
applied to the model.  Nevertheless, high negative pore pressure did lead to cavitations at the 653 
anode, cracks and fissures in soils which were observed in tests.  The soil cracks and fissures 654 
occurred more likely to the soils around the anode than the cathode, which is in agreement 655 
with respective pore pressures.  And the cracks and fissures extended in soil mass along with 656 





Figure 16 shows the curves of the pore pressure over time vs. the distance to the 658 
cathode and the electrical potential over time vs. the distance to the cathode Vm=30 V.  The 659 
curves are plotted in a normalized format.  The pore pressure at the cathode is zero over the 660 
elapsed time because of the boundary of the open cathode.  Over the distance toward the 661 
anode, the pore pressure increases nonlinearly.  Over the elapsed time of consolidation, the 662 
pore pressure increases nonlinearly as well, which is similar to the validation results indicated 663 
in Figure 5.   664 
 
Figure 15: Example problem: (a) pore pressure at the anode vs. time and (b) pore pressure at 





In Figure 16, the form of the electrical potential is similar to that in Figure 11.  The 665 
potential starts with a linear distribution and then turns into a series of concave curves over 666 
time.  The slope of the tangent of the curve at a position is indicative of the potential drop at 667 
that position.  The concave curves lead to the progressive reduction of the slope from the 668 
anode toward the cathode.  As a result, the electrical potential drops to a higher extent for the 669 
soils close to the anode than to the cathode.  Specifically, the potential drop becomes 670 
sequentially severe when the point of interest approaches the anode.  The nonlinear potential 671 
drop is associated with the oriented one-dimensional flow of the pore fluid.  Along with the 672 
flow of fluid toward the cathode, the water content of the soil mass redistributes appropriately 673 
so that the soils on the side of the anode become drier and the other side becomes wetter.  674 
Consequently, the electrical resistivity of the soil is not uniform but varies with the position.  675 
The resistivity decreases nonlinearly from the anode toward the cathode, which results in the 676 
nonlinear drop and concave distribution of the electrical potential. 677 
 678 
6. CONCLUSIONS 679 
EC1, a one-dimensional large-strain electro-osmotic consolidation model, was 680 
developed, validated and implemented.  The model, which is in the form of a non-linear 681 
finite-difference equation, represents a collection of several constitutive relationships, 682 
particularly, the relationships for the compressibility, hydraulic conductivity, electro-osmotic 683 
permeability and electrical resistivity in response to a large-strain settlement and as a function 684 
of the void ratio.  EC1 is validated against analytical exact solutions involving a small-strain 685 
settlement.  For experimental tests where large-strain settlement occurs, the performance of 686 
EC1 is acceptable.   687 
Figure 16: Example problem: (a) the normalized pore pressure vs. the distance to the cathode 
and (b) the normalized electrical potential vs. the distance to the cathode. 
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In addition to validating the numerical model, the experimental tests lead to the setups 688 
of the hydraulic and electro-osmotic permeameter, the Miller soil box and the electro-osmotic 689 
consolidation box.  The permeameter is novel in that it provides the measurements of the 690 
electro-osmotic permeability as well as the hydraulic conductivity in one domain.  The void 691 
ratio of the soil placed in the permeameter varies so that the relationship between the electro-692 
osmotic permeability and the void ratio can be found.  The Miller box is deployed to 693 
determine the relationship between the electrical resistivity and the void ratio, which leads to 694 
the approximation of the respective resistivity of the pore fluid and the solid particle of soils.  695 
The electro-osmotic consolidation box is designed to imitate a one-dimensional horizontal 696 
flow for different boundary conditions.  The use of the box successfully implements the 697 
electro-osmotic consolidation of soils, allowing the measurements of the electrical potential 698 
at various positions and the estimates of the flow rate over time. 699 
Based on the numerical results of the example problems involving one-dimensional 700 
large-strain electro-osmotic consolidation, a parametric study was conducted with respect to 701 
the consolidation degree, settlement of the soil, rate of flow and pore pressure of the soil.  A 702 
higher voltage gradient leads to expedited consolidation and increased settlement.  The 703 
increase in the rate and value are nonlinear in response to the increase in the voltage gradient.  704 
An input of voltage gradient 30 V/m is a cost-effective choice and has advantages in terms of 705 
the energy need, elapsed time and settlement value compared with the other choices of the 706 
electrical gradient.  For the choice of 30 V/m, a cut-off point of 43 days is noted, which is 707 
when the entire soil mass accomplishes 90% consolidation.  The value of 90% for the 708 
consolidation degree is also a cut-off point, which is when it is plausible to terminate the 709 
energy input for electro-osmosis and avoid substantial waste of energy afterwards.  710 
Consolidation commences sequentially from the anode toward the cathode, and eventually, 711 
soils of all positions approach the end of consolidation simultaneously.  The electro-osmotic 712 
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permeability marginally expedites the consolidation of soils under a large-strain deformation.  713 
Both the electrical potential and pore pressure develop nonlinearly over time and through the 714 
soil mass.  The closer the soil is to the anode, the higher the pore pressure is, and the earlier 715 
the pore pressure reaches its peak value. 716 
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NOTATIONS 724 
a Experimental derived exponent of the coefficient of electro-osmotic permeability 725 
av Coefficient of compressibility 726 
Aj Average area of the cross section between contiguous elements, j and (j1) 727 
Cc Compression index  728 
Ck Hydraulic permeability index 729 
D Dielectric constant of pore fluid  730 
e Void ratio 731 
e* Threshold void ratio 732 
E  Energy consumption index  733 
Gs Specific gravity of soil solids 734 
h Total head of water 735 
hw1 Total head of water adjacent to cathode 736 
hw2 Total head of water adjacent to anode 737 
H0 Initial height of compressible soil mass 738 
ie Voltage gradient 739 
ih Hydraulic gradient 740 
j Element co-ordinate 741 
k Coefficient of hydraulic or electro-osmotic permeability 742 
ke Coefficient of electro-osmotic permeability  743 
 44 
 
kes Equivalent series coefficient of electro-osmotic permeability 744 
kh Coefficient of hydraulic permeability  745 
khs Equivalent series coefficient of hydraulic permeability 746 
k* Threshold coefficient of permeability 747 
l0 Thickness of element 748 
L Length of compressible soil mass 749 
m Loop calculation termination variable 750 
n soil porosity 751 
p stress/load in oedometer test 752 
q Volume of flow 753 
qh Flow volume induced by hydraulic gradient 754 
qe Flow volume induced by electrical gradient 755 
Rj Number of elements for soil mass 756 
Rm Number of piece-linear points in compressibility constitutive relationship curves 757 
Rn Number of piece-linear points in permeability constitutive relationship curves 758 
savg Average settlement of soil mass 759 
sj Settlement of element j 760 
t Elapsed time of consolidation 761 
ft  Final elapsed time 762 
Tv Time factor 763 
u Pore pressure 764 
Uavg Average consolidation degree 765 
Vj Electrical potential at element j 766 
Vm Electrical potential difference between electrodes 767 
Vv Volume of soil mass 768 
w Water content 769 
wp Plastic limit 770 
wL Liquid limit 771 
W Width of compressible soil mass 772 
x Distance from cathode to anode 773 
zc,j Elevation of upper corner of element j 774 
zj Elevation of node of element j 775 
  Total stress 776 
'  Effective stress 777 
  Viscosity of t pore fluid 778 
  Unit weight of soil 779 
w
  Unit weight of water 780 
  soil zeta potential 781 
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  Electrical resistivity 782 
s
  Electrical resistivity of soil solid particles 783 
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